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1. Install the upgrade kit 

Remove the X-axis beam 

Take out the screws used to fix the upper beam of the gantry frame, and remove the beam. 

①M5x25 Hexagon Socket Cup Head Screws (4pcs)      

②Profile-326mm         

③Gantry frame 

  



Remove the left slider 

Remove the fixing POM wheel screw and install the left screw nut to fix the sheet metal 

①M5x25 hexagon socket head screw 

②Slider sheet metal 

 Remove the M5x25 hexagon socket head screw used to fix the POM wheel 

①M3x8 hex socket cup head screw 

②Screw nut fixed sheet metal 



③Screw nut 

 Fix the screw nut on the sheet metal with the M3x8 hexagon socket head screw. Note: It 

is not necessary to tighten the screw completely, so that the screw nut can move slightly in 

the fixed plane on the sheet metal. 

 

 Install the left slide group of the X axis 

①M5x35 Hexagon Socket Button Head Screw             ②X-axis left sliding group 

sheet metal-1 

③Eccentric column                                    ④POM wheel 

⑤Cushion              ⑥Screw nut fixed sheet metal 

⑦M5 self-locking nut 

  



Remove the sheet metal fixing the left side gantry profile of the original machine 

 

Install the screw rod of the upgrade kit. 

①Screw 

②Coupling 

③Top wire 

④Motor fixing sheet metal 

Use the coupling to connect the motor shaft and the screw rod, and pay attention to the 

top wire aligning with the plane of the motor shaft to make the fixation more secure. 

 

 

 



 

The screws removed from the original machine are used to install the screw motor sheet 

metal of the upgrade kit 

 

Install the sliding group on the left side of the X-axis along the groove of the profile, and 

match the screw nut with the screw 

Install the sliding group on the X axis. 



  



Pass the screw rod through the screw nut, and slide the POM wheel into the groove of the 

profile 

Note: The gantry frame is perpendicular to the chassis, and the distance between the bottom 

and the top of the frame is equal. If there is a large deviation, loosen the fixing screws of the 

upper profile, adjust the distance between the upper ends of the gantry, and then tighten the 

screws.  



4、Connect the data cable 

  

 

  



Insert the print head data line 

 

Insert the Z-axis motor wire into the Z-axis motor. 

 

 



The connected wire is fixed on the extruder sheet metal through the rolling belt. 

Connect Teflon tube 

Complete connection 


